Wave analyser General Radio type 736-A

SIWE nr.: 162

Doel: Ontleden van sinusgolven
Type: 736-A serienr.: 1855
Foto’s

schets

Bouwer: General Radio co General Cambridge

Bouwjaar: ca.1950

Afkomst: VUB Brussel

Afmetingen: | BxDxH: 50x27x64,5 cm

Gewicht: 30 kg

Materiaal Houten kast, metaal, elektrische componenten o.a. een tiental radiobuizen
Werkwijze: Zie blad.2

Staat goed

Nwe bestem.

Opmerkingen

Opmaak:

A.B. 0op 28.11.2010 - laatste aanpassing: 28.11.2010 e-mail: alex.baerts@skynet.be




Blad 2

multiplied by the appropriate factor. :

The decibel figures give the input voMage in decibels with respect
to one microvolt. The three decibel readings (of the INPUT MULTI-
PLIER, of the SCALE SWITCH, and of the meter) should be added.

2. With POT. INPUT: Choose any convenient setting of the
INPUT MULTIPLIER. Set SCALE SWITCH to 100. With the largest
component tuned in, set the INPU
POTENTIOMETER to give a full
scale deflection. When this has bee

ethemeterand SCALE SWIT

tion give geg d
ecibelreathigs st ere

OPERATING INSTRUCTIONS FOR TYPE 736-A WAVE ANALYZER

See Instruction Booklet for additional information
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